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Who are we? 

We help door manufactures of all sizes, from all over the World build better, more secure doors. We’ve been the 
leading manufacturer of high security multi-point locking systems for composite, timber, PVCu, steel and 
aluminium door systems for more than 30 years. 

Fullex offer high security residential multipoint locking systems for PVCu, Composite, Timber and Aluminium door 
systems. All of our locking systems are PAS24 capable, Document Q compliant and are registered under our 
Secured by Design licence. In fact, Fullex were the very first Secured by Design member, our locks not just 
designed to meet the standards, but to exceed them. 

Our range of products includes seven PAS24 capable multipoint locks, TS007 3 Star British Standard Kitemarked 
Anti Snap/Anti Bump cylinders, CE marked PAS24 Composite butt hinges, Door handles, including TS007 2 Star 
options and a wide range of door hardware accessories. 

With the inclusion of Document Q into Building Regulations in October 2015 for ground floor and easily accessible 
new build doors and windows, Fullex can offer help and support to fabricators wishing to gain PAS24 and Doc Q 
compliance. 

We are also always keen to discuss bespoke locking options and our most recent development is a 
comprehensive PAS24, Document Q and Lifetime Home compliant security patio hardware set in co-operation 
with PVCu extrusion specialists Kommerling. 
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Fullex Testing Services 

Fullex testing services is a UKAS accredited testing laboratory No. 2259 with over 15 years of testing 
experience. 

We offer PAS24:2016 testing for residential doors and  windows. The PAS24 direct load and manual 
intervention testing provide a method for assessing the security of doors and windows against unauthorized 
forced entry from an opportunist burglar. 

Fullex testing services offer indicative testing for development purposes in addition to full testing. All tests 
are carried out by our highly experienced team of test engineers. 

Fullex Testing Services work closely with Secured by Design and our test results are accepted by BSI, BRE, 
BBA and Q-Mark for inclusion within their third party certification schemes. 

Local authorities and housing associations frequently specify to these standards and the tests listed are the 
basis for Secured by Design accreditation. Since October 2015, the PAS24 test became the basis for 
Document Q compliance on new build homes. 
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XL is available in a range of lock configurations and can be used with either one piece or individual keep sets. 

The XL’s attractive silver finish is also corrosion resistant to neutral salt spray in excess of BSEN1670 Grade 4, 
giving peace of mind to hard pressed fabricators and consumers. 

 
Various 3 hook XL lock centres are available, with either 2 or 4 roller compression cams. 

 
Other locks available include XLSL slave lock, XL4R centre hook, latch and 4 roller or XL2R2M centre hook, latch, 

2 rollers and 2 mushroom cams. 
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One piece or individual keeps 

Three opposing steel hooks and 
two steel anti lift bolts 

Two or four roller cams 

Easily reversible latch as standard 

Dual, single or split spindle 
options 

Extendable top and bottom as 
standard 

Latch hold back snib on lock 
faceplate 

Technical Data 

Corrosion  Resistance 
BSEN1670 Grade 4 (240 hours) 

Cyclic Operation 
Cycles Tested to 200,000 cycles 
 

Materials 

Top and Bottom Hook 
Chrome plated A3 hardened cast steel 

Anti Lift Bolts 
Chrome plated A3 hardened cast steel 

Centre Hook 
Dacromet coated A3 sintered steel 

Faceplate and Gearbox 
Mild steel, zinc and clear passivated 

Roller Cams 
Mild steel, zinc and clear passivated 

 
For maximum security the XL Lock  
can be used with the Kinetica 3 star  
BSI Kitemarked TS007 cylinder. 

 

For use on PVCu doors 

PAS2424 tested 

XL Lock 
PVCu Doors 
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The XL was designed from the outset to offer maximum security and reliability. XL features three hooks, two 
steel anti lift bolts and the option of either two or four roller cams for compression and smooth operation. Every 

XL lock is extendable top and bottom for maximum flexibility and combined with Fullex high security shoot 
bolts, the XL French door system is fully capable of meeting PAS24 requirements. The XL 3 hook also forms the 

heart of the CE marked XL Exodus Panic exit system and utilises the same lock preparation. 
 
518mm Centres: 
Faceplate = 2200mm x 16mm (Silver Passivated)

 

650mm Centres: 
Faceplate = 2200mm x 16mm (Silver Passivated)

 
 
650mm Centres: 
Faceplate = 2200mm x 16mm (Silver Passivated) 

 

XL Slave Lock: 
Faceplate = 2200mm x 16mm (Silver Passivated) 

 

  

XL Lock 
PVCu Doors 
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Fullex XL Crimebeater is engineered to provide long term reliability and security.  
 

With 3 hook or 2 deadbolt and 1 hook variants available, in 20mm silver passivated steel or 44mm wrap around 
white and brown PVCu faceplates, the XL Crimebeater is not only secure but adaptable. 

 
 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

  

Composite Doors Timber Doors 

Dual spindle for front / back 
door options 

Option 1 - 2 tapered steel hooks, 
sintered centre hook and latch 

Easily reversible latch as standard 

Integral hold back latch function 
on lock faceplate 

Technical Data 

Corrosion  Resistance 
BSEN1670 Grade 5 (480 hours) 

Cyclic Operation 
Cycles Tested to 100,000 cycles 
 

Materials 

Top and Bottom Hook 
Chrome plated A3 hardened cast steel 

Deadbolt 
Chrome plated A3 hardened cast steel 

Centre Hook 
Sintered steel 

Faceplate 
20mm silver passivated mild steel or 
44mm white or brown PVCu 

Gearbox 
Silver passivated mild steel 

 
For maximum security the XL 
Crimebeater can be used with the 
Kinetica 3 star  BSI Kitemarked TS007 
cylinder. 

PAS23 / PAS24 tested 

Various adjustable security keep 
sets available 

Option 2 – 2 deadbolts, centre 
hook and latch 

XL Crimebeater 
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The XL Crimebeater is available as a 92/62mm dual spindle for use with 92/92 or 92/62mm long backplate 
handles.  

 
The 44mmPVCu faceplate version has a matching hinge plate, either blank or prepared for Crimebeater hinges. 
 
Faceplate = 2100mm x 44mm (White PVCu): 
For Composite Doors

 

Faceplate = 2100mm x 44mm (Brown PVCu): 
For Composite Doors 

 

Faceplate = 1720mm x 20mm Radius End (Silver Passivated):  
For Composite and Timber Doors 

 

Faceplate = 1720mm x 20mm Square End (Silver Passivated): 
For Composite and Timber Doors 

 

  

XL Crimebeater 
Composite Doors Timber Doors 
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Fullex Crimebeater is engineered to provide long term reliability and security. Widely specified, Fullex 
Crimebeater has been fitted to hundreds of thousands of doors in the UK. 

 
With 3 deadbolt and 2 hook and deadbolt variants available, in 20mm 304 stainless steel or 44mm wrap around 

white aluminium powder coated faceplates, Crimebeater is not only secure, but adaptable. 
 

Crimebeater is UKAS tested to PAS24 standard and licensed to the Police approved Secured by Design 
standard. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Integral hold back latch function 
on lock faceplate 

Technical Data 

Corrosion  Resistance 
BSEN1670 Grade 5 (480 hours) 

Cyclic Operation 
Cycles Tested to 100,000 cycles 
 

Materials 

Top and Bottom Hook 
Chrome plated A3 hardened cast steel 

Deadbolt 
Chrome plated A3 hardened cast steel 

Centre Deadbolt 
CZ122 brass stamping 

Faceplate 
20mm 304 austenitic stainless steel or 
44mm white aluminium powder coated 

Gearbox 
Dacromet coated mild steel 

 
For maximum security the Crimebeater  
can be used with the Kinetica 3 star  
BSI Kitemarked TS007 cylinder. 

PAS24 tested 

2 tapered steel hooks, deadbolt 
and latch or 3 deadbolts and latch 

Dual or single spindle option 

Easily reversible latch as standard 

Various adjustable security keep 
sets available 

For use with composite and timber 
doors 

Crimebeater 
Composite Doors Timber Doors 
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Available as both dual and single spindle variants for use with 92mm short backplate or 92/92, 92/62 long 
backplate handles.  

 
The 44mm faceplate version has a matching white hinge plate, either blank or prepared for Crimebeater door 

hinges. 
 
 

 

Faceplate = 1720mm x 20mm (Stainless Steel): 
PAS24 and Secured by Design - For Composite and Timber Doors 
700mm Centres 

 

 

 

 

 

 

 

Faceplate = 2100mm x 44mm (White Aluminium): 
PAS24 and Secured by Design - For Composite Doors 
700mm Centres 

 

 

 

 

 

 

 

  

Crimebeater 
Composite Doors Timber Doors 
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The Fullex Crimebeater Midlock was designed to defeat the dual threats of lock bumping and cylinder 
snapping. The addition of a 20,000 differ 5 lever mid-lock defeats both forms of attack, by locking the lock, in 

addition to the cylinder function, which locks the door. 
 

Crimebeater Midlock conforms to BS10621 and NHBC 2010 guidelines for enhanced security and requires no 
additional keep preparation. 

 
 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Dual or single spindle options 

Meets NHBC 2010 guidelines for 
final exit doors 

Meets specification of BS10621 

Easily reversible latch as standard 

Integral hold back latch function 
on lock faceplate 

Various adjustable security keep 
sets available 

For use with composite and timber 
doors 

Technical Data 

Corrosion  Resistance 
BSEN1670 Grade 5 (480 hours) 

Cyclic Operation 
Cycles Tested to 100,000 cycles 
 

Materials 

Top and Bottom Hook 
Chrome plated A3 hardened cast steel 

Deadbolt 
Chrome plated A3 hardened cast steel 

Centre Deadbolt 
CZ122 brass stamping 

Faceplate 
20mm 304 austenitic stainless steel or 
44mm white aluminium powder coated 

Gearbox 
Dacromet coated mild steel 

Mid Lock 
Anti-drill hardened steel, black powder 
coated 

 

2 tapered steel hooks, deadbolt 
and latch or 3 deadbolts & latch 

20mm stainless steel or 44mm 
white aluminium faceplates 

PAS23 and PAS2424 tested 

Crimebeater Mid-Lock 
Composite Doors Timber Doors 
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Crimebeater Midlock is available on any Crimebeater variant, in 35, 45 and 55mm backsets, with 20mm 
Austenitic stainless steel and 44mm White aluminium faceplates. 

 
All options are available as 3 deadbolt and latch or 2 hook and deadbolt and latch, making Crimebeater Midlock 

flexible and secure. 
 

Coupled with Fullex door hinges, handles and accessories, Crimebeater Midlock is at the forefront of residential 
door security. 

 

 

Faceplate = 1720mm x 20mm (Silver Passivated): 
PAS24 and Secured by Design 

 

 

 

 

Faceplate = 2100mm x 44mm (Silver Passivated): 
PAS24 and Secured by Design 

 

 

 

 

 
 

                                                     

 

 

Crimebeater Mid-Lock 
Composite Doors Timber Doors 
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The SL16 Multibolt has gained an enviable reputation in all markets for strength and reliability in over 17 years 
of successful service. 

 
Performing to in excess of 9Kn during PAS24 testing, SL16 is one of the most secure locks available and is 

widely used on PVCu, Composite, Timber, Steel and Aluminium doors. 
 
 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

  

Technical Data 

Corrosion  Resistance 
BSEN1670 Grade 5 (480 hours) 

Cyclic Operation 
Cycles Tested to 100,000 cycles 
 

Materials 

Top and Bottom Hooks 
CZ122 brass stamping 

Deadbolt 
CZ122 brass stamping 

Centre Deadbolt 
CZ122 brass stamping 

Faceplate 
304 austenitic stainless steel 

Gearbox 
Dacromet coated die cast zinc 

 
For maximum security the SL16 
lock can be used with the Kinetica 
3 star  BSI Kitemarked TS007 
cylinder. 

Split spindle option for use on 
front door applications 

Handles available with latch hold 
back snib 

Tapered long throw top and 
bottom deadbolts offer high 
security and compression 

PAS23 and PAS24 tested 

Easily reversible latch as 
standard 

304 grade stainless steel faceplate 
for high corrosion resistance 

 

SL16 Multibolt 
Composite Doors Timber Doors PVCu Doors Aluminium Doors 
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The SL16 deadbolts are chamfered to pull in smoothly and have a 25mm long throw for maximum security on 
any door type.  

 
The 2 + 2 lock was the FIRST lock manufactured in the UK to offer the now very popular hook and bolt 

combination. 
 

The SL16 lock forms the basis for two further very successful Fullex products, the Gemini interlocking double 
door system and the Pyroscape panic exit lock. 

 
 
Faceplate = 1770mm x 20mm (Stainless Steel): 

 

Faceplate = 2200mm (Stainless Steel):  

 

Faceplate = 2150mm (Stainless Steel): 
Used on the Fullex Gemini system 

 

 

  

SL16 Multibolt 
Composite Doors Timber Doors PVCu Doors Aluminium Doors 
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Gemini makes composite or timber double doors simple. With both master and slave lock mounted on hard 
wearing aluminium extrusions that mount on the door edge, fitting is simple. 

 
The 3 deadbolt master lock interlocks with the slave, locking the 14mm wide top and bottom shootbolts in 

place achieving both PAS24 and Secured by Design security. 
 
 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

  

Gemini Double Door Lock 

Double operating handle option or 
dummy external handle to slave 

Tapered top and bottom 
deadbolts offer high security and 
compression 

Split spindle option for use on 
front door applications 

304 grade stainless steel faceplate 
and slave lock for high corrosion 
resistance 

Technical Data 

Corrosion  Resistance 
BSEN1670 Grade 5 (480 hours) 

Cyclic Operation 
Cycles Tested to 100,000 cycles 
 

Materials 

Top and Bottom Hook 
CZ122 brass stamping 

Deadbolt 
CZ122 brass stamping 

Faceplate 
304 austenitic stainless steel 

Gearbox 
Dacromet coasted die cast zinc 

Carrier Extrusions 
White and black powder coated or 
polished anodised silver and gold 

 
For maximum security the Gemini can 
be used with the Kinetica 3 star BSI 
Kitemarked TS007 cylinder. 

PAS24 tested 

Composite Doors Timber Doors 
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With a range of hardwearing and attractively finished extrusions available for 44mm composite door and with a 
direct fit option for Timber doors, Fullex Gemini is adaptable and secure. 

 
 

Right Hand Opening Out | Left Hand Opening In 

 

Right Hand Opening In | Left Hand Opening Out 

 

  

Gemini Double Door Lock 
Composite Doors Timber Doors 
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Fullex patio door lock has been designed to offer high security and long term reliability. It is available in 2 
versions: 1414mm 6 hook and 1753mm 8 hook. They are suitable for all major PVCu profiles and boast 

exceptional security as well as durability.  
 

Each patio door lock has been manufactured using Austenitic stainless steel, offering maximum corrosion 
resistance and creating a long lasting, durable product. 

 
As with all Fullex Locks, the patio door lock is both Secured by Design licenced and PAS24 tested. 
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Technical Data 

Corrosion  Resistance 
BSEN1670 Grade 5 (480 hours) 

Cyclic Operation 
Cycles Tested to 100,000 cycles 
 

Materials 

Top and Bottom Hooks 
Stainless Steel 

Anti Lift Bolt 
Stainless Steel 

Faceplate 
Stainless steel faceplate 

Gearbox 
Silver passivated centre gearbox 

One Piece Keep 
Stainless steel 

 
For maximum security the patio 
door lock can be used with the 
Kinetica 3 star  BSI Kitemarked 
TS007 cylinder. 

Inclusive mishandling device to 
prevent damage to lock and keep 

Opposing stainless steel hooks 
and centre anti lift bolt 

Available in 1414mm 6 hook and 
1753mm 8 hook versions 

PAS24 tested 

Shootbolt extendable at top and 
bottom as standard 

One piece stainless steel keep 

 

Cycle tested to 100,000 operations 

Patio Door Lock 
Patio Doors 



 

 

P a g e  | 17 

 
 

Whether you choose the 6 or 8 hook option, all hooks are opposing which makes it extremely difficult to lift them 
out. There is also a central anti-lift bolt to make this even more challenging. 

On either patio lock, there is the option to add shootbolts at the top and the bottom. The shootbolts fire out 
securing the door further when it is locked. 

Fullex Patio Locks have also been designed with an inclusive mishandling device. The device pushes in when the 
door is fully closed which then allows for the lock to be operated. This not only makes locking the door much 

smoother but also prevents damage to both the lock and the keep. 

 
 
 

 

 

 

 

Faceplate = 1414mm x 16mm (Stainless Steel): 
PAS24 and Secured by Design - For Patio Doors 

 

Faceplate = 1753mm x 16mm (Stainless Steel):  
PAS24 and Secured by Design - For Patio Doors– 

 

 

 

 

 

 

 

  

1414mm 

1753mm 

Ideal to be fitted with the UAP patio door handle 

Patio Door Lock 
Patio Doors 
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XL Exodus Panic Hardware is the only emergency exit system that can be used with Fullex multipoint locks. It 
comes with a full width, powder coated steel crash bar which can quickly be pushed to release the lock and open 

the door – allowing anyone inside to exit swiftly and safely. Re-engaging the locking system is also simple, as it 
just requires the crash bar arm to be lifted back into position. 

The system is for single doors and can be used on uPVC, Composite, Timber, Aluminium and Steel materials. It can 
also be installed with an external operating handle if desired and comes with a matching slave unit. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

  

Designed for use with the Fullex XL 
Lock and the Fullex XL Crimebeater 
 

For use on single PVCu, Composite, 
Timber, Aluminium or Steel doors 
 

Comes with matching slave unit 
with one piece or individual keep 
sets available 
 

Full width crash bar with optional 
external handle 
 

Technical Data 

Corrosion  Resistance 
BSEN1670 Grade 4 (240 hours) 

Cyclic Operation 
Cycles Tested to 200,000 cycles 
 

Materials 

Top and Bottom Hook 
Hardened cast steel 

Deadbolt 
Hardened cast steel 

Centre Hook 
Sintered steel 
 
Faceplate 
16 or 20mm silver passivated mild steel, 
white or brown 44mm PVCu with 
matching hingeplate 

Gearbox 
Silver passivated steel 

Push Pad and Slave Unit 
Powder coated steel 

Crash Bar 
Powder coated steel 

 
 

PAS24 tested 

CE marked and comes with a 10 
year guarantee 
 

Exodus Panic Exit System 
Composite Doors Timber Doors PVCu Doors 
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The XL Exodus is an EN1125:2008 tested and CE marked system which provides a rapid way out from the inside, 
whilst retaining maximum security from the outside. It can only be used with the Fullex XL Lock or the Fullex XL 

Crimebeater, which are both PAS24 compliant, Secured by Design licensed and highly secure. 
 
 
 
 
 
 
 

 
 

 

 
 

  

Exodus Panic Exit System 
Composite Doors Timber Doors PVCu Doors 
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That’s right! Starting on Thursday 4th May 2017, we launched our brand new radio advert in a number of 

different locations around the UK. The adverts feature ex-Coronation Street actor Sean Wilson, who played 
Martin Platt in the soap for over 20 years, and has a very recognisable face and voice. 

 
What is the aim of the advert and how does it benefit me? 

The advert is designed to help educate your customers to think more about their door locks and security when 
buying a new front door. They are encouraged to ask you, the manufacturer / installer, for insurance and police 

approved UAP cylinders and Fullex multi point locks, giving you a big edge on your competitors who do not 

offer our locks. 

As the advert says… 
“For home security that’s right up your street, ask your installer today for UAP and Fullex.” 

 
Where will the radio adverts be broadcast? 

Over the next year, the adverts will be shown in different areas each month: 

 

 


	Where will the radio adverts be broadcast?

